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Examination

1. Use black or dark blue pen, NOT pencif
2. Mark one answer per question with a cross. ZI A selected answer.

3. If you wish to change an answer, cancel the
original mark and mark another single answer.

m A cancelled answer.
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Mark:

Scheduled or condition-based
maintenance which is needed at
intervals that do net fit the
maintenance cycle are called:

a [:' Out of Phase mauntenance

b D Condition -based maintenance

ci D Scheduled condition maintenance

d D Corrective maintenance

2  Servicing, Scheduled Maintenance,
Condition-based maintenance and out-
of -phase maintenance are all types of:

a D Operational maintenance

b D Preventive maintenance

c [:I Corrective maintenance

d i:' Contingency maintenance

3  Maintenance which is carried out when
a fault occurs is called:

a |:' Preventive maintenance

b l:' Flight servicing

e I:' Corrective maintenance

d [ _J Scheduled maintenance

4  Contingency maintenance might be
used in time of:

a [ _J sErRvicING

5 [_JEcoNomies

¢ [_J] TRAINING

d [_JwAR

5  Anaircraft’s on-board software log is
the:

a G MOD FORM 730

5 [_JmopForm725

¢ [ _JMOD FORM703

d E] MOD FORM 705
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&  The expression FOD is short for:

a l:' Foreign Object Damage

b ':' Foreign Objects Discarded

c D Found Object Damage

d EI Found Object Dropped

7  Areas around propellors, engine
intakes, exhausts, rotors etc should
always be considered to be:

a D Blade sailing areas

b l:' Rotation areas

¢ D Active areas

d [:' Danger zones

8 Inorder to prevent condensation in
fuel tanks we re-fuel aircraft:

a D When it is nat raining

b [:' When they are in the hangar

c [_:' Immediately after every flight

d |:. Immediately before every flight

9  During refuelling, aircraft bonding is
achieved to eliminate the fire risk
caused by:

a D Static electricity

b D Condensation

c D Over-pressured

g [_Jjleaks

10 Which aviation turbine fuel is made
from kerosene:

a [_JAVIUR

b [:I AVTAR

c D AVTAG

d D AVTAC

Wing
11  What is the meaning of this
marshalling signal:
a D I Surrender
b I:. Move Ahead
c D This Way
d [:i Brakes on
12 Who is repsonsible for ensuring that
any passengers are briefed before a
flight:
a I:. The crew chief
b D The aircraft captain
c D The operatians of ficer
d l:' The movements officer
13 Which of the following forms does an
aircraft captain sign before flight,
and after flight:
a [ _JF13eo
6 [_jrm
c D F252
g [_JFros
14 During his pre-flight checks an
aircraft captain will ensure that the
starter crew are in place with which
of the following close at hand:
a Ij FUEL
6 [ _JFoo
¢ [_JjEAR DEFENDERS
d

D FIRE EXTINGUISHERS
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15

Who occupies the caravan on the
airfield close to the runway holding
position:

a !_ ' The Air Traffic Controller

b i OC Operations Wing

¢ B ' The duty pilat

d _'I The runway controller

16 The opposite side of an aeredrome
circuit’s dead-side is called:

a i Crosswind leg

b [_JFinals

c . Downwind side

d E] Upwind side

17 On the approach to a runway, what is

to give a pilot a steeper descent

for a set speed, a lower stalling speed
and a better view over the nose of
the aircraft:

a l FLAPS

b [_JjsIpESLIp

¢ E]I AIRBRAKES

d [j POWER

18 Before performing aerobatics the
pilot carries out a series of checks,
remembered using which of the
following mnemonics:
a HASELL

b HASTEL

¢ DI HASTLE

d [j HASSEL

19 What is the simplest aerabatic
manoeuvre in the pitching plane:

a I:i A barre| roll

b l:. A loop

c A spin

d D A stall fum

o T o

Q

The arrow indicates the plane of

movement for an aircraft, what is the

plane called:

D Yawing plane
D Pitching plane
D Spinning plane
[:. Rolling plane

=4

What formation is shown in this
diagram:

a |:| BOX

b [:' vIC

c [j DIAMOND

d |:] ECHELON

3

22 Inan aircraft urgency message, what
is the pro-word used:

a |:] MAN, MAN, MAN

b D PAN, PAN, PAN

c ]: MAYDAY, MAYDAY, MAYDAY

d D 505, 505, 505

23 When using secondary surveillance
radar, what code indicates a total
radio failure:

a G 7600

& D 7607

¢ D 7060

s [

24 Within the UK, on what frequency is
the UHF emergency fixer service
provided:

a D 342 mhz

b D 234 mhz

c D 243 mhz

d I:I 423 mhz

25

LU o R

o,

If apilot has a failed transmitter
only, in which direction should he fly
an equilateral triangle:

D Left-to-right
D To the left
I_:] Anticlock-wise
D To the right
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